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Thank�you�for�choosing�ASI�Global�Par����ons

This�installa��on�guide�was�designed�to�cover�as�many�varia��ons�of�hardware�and�
moun��ng�styles�as�possible,�while�also�trying�to�keep�it�light�and�focused.

While�all�materials�and�standard�moun��ng�selec��ons�are�present,�in�order�to�cover�
the�numerous�choices�of�hardware,�we�have�presented�each�material�with�it’s�

default�hardware.��Therefore,�while�each�type�is�covered,�it�will�be�with�it’s�most�
common�moun��ng�style�(i.e.�con��nuous�brackets�on�ceiling-hung,�piano�hinges�on�

Solid�Plastic�(HDPE),�etc).

Please�read�all�steps�in�their�en��rety�before�beginning�actual�install,�as�some�fi�eld�
condi��ons�and�hardware�combina��ons�may�require�alternate�installa��on.
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The�Components�for�this�project�have�been�custom�fabricated.��They�are�guranteed�
with�respect�to�manufacture�and�workmanship�and�were�inspected�at�the�factory.

Before�beginning�work,�the�units�should�be�inspected.��If�damage�occurred�in�
transit,�report�immedicately�to�the�freight�company�or�other�agencies�that�may�

have�caused�the�damage.
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Floor�Anchored/Overhead�Braced
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A.�Level�the�panel�and�adjust�the�gaps�at�either�end.

B.�Secure�the�panel�to�the�wall�and�pilaster�using�through-bolts

C.�Remove�panel�support�device.

D.�Plumb�each�pilaster�and�secure�with�headrail�(see�page�10
for�headrail�Detail).

F.�Secure�the�pilaster�to�the�shoe�using�shoe�screws.

STEP�5
INSTALL�PILASTERS

A.�Align�U-brackets�in�position�on�rear�of
����pilasters.Refer�to�layout�drawings�and�make�sure
����brackets�are�in�alignment�with�wall�brackets.

B.�Fasten�U-brackets�to�pilaster�with��sheet
����metal�screws.

NOTE:�Pilasters�at�wall�do�not�require�U-brackets,but
�����������should�be�prepared�for�wall�(and�floor�fastening)
�����������as�required�by�compartment�layout.�If�floor
�����������fastening�is�omitted,three�wall�brackets�should
�����������be�used.

STEP�4
PILASTER�PREPARATION

STEP�6
SECURING�PILASTERS/PANELS

A.�Insert�the�leveling�bolt�into�the�threaded�mounting�foot�at
the�bottom�of�the�pilaster.

B.�Insert�the�pilaster�into�the�shoe.

C.�Level�the�top�of�all�pilasters�by�adjusting�the�leveling�bolt�to
desired�position.

Note:�To�determine�how�far�to�insert�the�leveling�bolt,�find�the
highest�point�on�the�floor,�and�fully�insert�the�bolt�on�the
pilaster�that�will�be�mounted�in�that�location.�Adjust�all�other
leveling�bolts�accordingly.
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Overhead�Braced/Easy- ™

2�Ear�Panel�Hardware�Kit
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Overhead�Braced/Easy- ™

1�Ear�Panel�Hardware�Kit
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Overhead�Braced/Easy- ™

Pilaster�To�Wall�Hardware�Kit
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Overhead�Braced/Easy- ™

1�Ear�Panel�Hardware�Kit

1 Ear Alcove L bracket hardware kit

Note: For 2 ear bracket kit replace 1 ear 
brackets at the panel end with 2 ear bracekts. 
The pilaster to wall bracket kits will always be 1 
ear.
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Overhead�Braced/Easy- ™

Alcove Step Down Hardware Kit
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Page�8A�

DOOR�HARDWARE�ASSEMBLY�

A. Secure�lower�hinge�to�the�pilaster�with�two�through�bolts�&�two�barrel�nuts.
B. Secure�upper�hinge�to�pilaster�with�two�through�bolts�and�two�barrel�nuts.
C. Insert�box�cam�into�lower�door�hinge�por�on.�The�short�key��toward��the�edge�of�the

door.
D. Lowest�point�of�cam�pintle�sets�door�“rest”�posi�on.�Rotate�pintle�to�desired�posi�on,

then��ghten�locking�nut.
E. Install�door�by�placing�the�box�cam�over�the�hinge�pintle.�Posi�on�to�of�door�over�upper

pilaster�hinge�and�insert�hinge�pin�un�l�flush�with�top�of�door.

Con�nued�on�Page�8B�
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Page�8B�

DOOR�HARDWARE�ASSEMBLY�

F. Insert�the�indicator�drive�pin�(#19)�into�the�back�of�the�indicator�slide�latch�(#9).
G. Turn�the�indicator�dial�un�l�the�indicator�window�shows�red.
H. Slide�the�handle�of�the�indicator�slide�latch�(#10)�so�that�the�latch�will�be�in�the�locked�posi�on.
I. Align�both�halves�of�the�indicator�slide�latch�with�the�3�predrilled�holes�in�the�door.
J. Secure�the�latch�with�two�1”�step�bolts�(#15).
K. With�the�door�closed�and�the�latch�engaged,�align�the�keeper�(#16)�with�the�latch�bar.
L. Drill�two�9/64”�holes�in�the�pilaster�using�the�keeper�as�a�guide.
M. A�ach�the�keeper�to�the�pilaster�using�two�5/8”�screws�(#14).
N. Place�the�coat�hook�(#11)�10”�from�the�top�of�the�door�and�centered�from�side�to�side.
Note:�Federal�ADA�guidelines�recommend�that�the�coat�hook�be�no�more�than�48”�above�the�floor.�If�the
door�swings�in,�place�the�bumper�so�that�it�strikes�the�wall�before�any�other�part�of�the�door.
O. Using�the�coat�hook�(#11)�as�a�guide,�drill�two�9/64”�holes,�and�secure�the�coat�hook�with�two�5/8”

screws�(#14).
P. Place�the�inside�door�pull�(#17)�between�34”�&�48”�above�the�floor.�Using�the�pull�as�a�template,�drill

two�1/4”�holes�through�the�door.
F. Align�both�halves�of�the�door�pull�(#17�&#18)�with�the�1/4”�holes�and�secure�them�with�two�1-1/2”�step

bolts�(#21).
G. Place�the�outswing�bumper�(#20)�near�the�bo�om�corner�of�the�door�on�the�strike�side.
O. Using�the�bumper�as�a�guide,�drill�two�9/64”�holes,�and�secure�the�bumper�to�the�door�with�two�5/8”

screws�(#14).

Note:�Door�pulls�are�provided�for�all�outswing�doors.�Door�
pulls�are�provided�for�all�ADA�doors.�
Outswing�bumpers�are�only�provided�for�outswing�doors.�
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Overhead�Braced/Easy- ™

Headrail�Return�Kit
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Overhead�Braced/Easy- ™

Urinal�Screen�Hardware�Kit
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Floor�Anchored
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Floor�Anchored
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Floor�Anchored
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2 Ear Panel Hardware Kit
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Floor�Anchored
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1 Ear Panel Hardware Kit
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Floor�Anchored
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Pilaster To Wall Hardware Kit
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Floor�Anchored
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Pilaster To Wall Hardware Kit

1 Ear Panel Hardware Kit
Note: For 2 ear bracket kit replace 1 ear 
brackets at the panel end with 2 ear bracekts. 
The pilaster to wall bracket kits will always be 1 
ear.
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Ceiling�Anchored
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Ceiling�Anchored
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Ceiling�Anchored
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2 Ear Panel Hardware Kit
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Ceiling�Anchored
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1 Ear Panel Hardware Kit
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Ceiling�Anchored
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Pilaster To Wall Hardware Kit
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Ceiling�Anchored
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1 Ear Panel Hardware Kit

Pilaster To Wall Hardware Kit

Note: For 2 ear bracket kit replace 1 ear 
brackets at the panel end with 2 ear bracekts. 
The pilaster to wall bracket kits will always be 1 
ear.
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Floor�Anchored�and�Ceiling�Anchored
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Floor�Anchored�and�Ceiling�Anchored
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NOTE
Structural�steel�should�be�2�1/2"
inches�MAX�from�the�bottom�of
the�finished�ceiling.
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Floor�Anchored�and�Ceiling�Anchored
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2 Ear Panel Hardware Kit
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Floor�Anchored�and�Ceiling�Anchored
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1 Ear Panel Hardware Kit
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Floor�Anchored�and�Ceiling�Anchored
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Pilaster To Wall Hardware Kit
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Floor�Anchored�and�Ceiling�Anchored
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1 Ear Alcove L bracket hardware kit

Note: For 2 ear bracket kit replace 1 ear 
brackets at the panel end with 2 ear bracekts. 
The pilaster to wall bracket kits will always be 1 
ear.



Page�29

Floor�Anchored�and�Ceiling�Anchored
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Alcove Step Down Hardware Kit
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OPTIONAL�FULL�HEIGHT
PANEL�TO�PILASTER/WALL
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DESCRIPTIONPART�ID. QTY

Continuous�Panel�Hardware�Kit�Includes:

(4)�

5

Vandal�Resistant�2�1/2"�S.M.S

Vandal�Resistant�5/8"�S.M.S6

Plastic�Shields

(4)�

(4)�

4

Vandal�Resistant�Barrel�Nut

2

3

Vandal�Resistant�Step�Bolts�1"�Long

"U"�Bracket

(8)�

(8)

1 (2)

Continuous�Bracket�Kits
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OPTIONAL�FULL�HEIGHT
PILASTER/WALL
ASSEMBLY

PILASTER

2
4

3

5

2

35

2 4

3

3

2 4

5

5

1

4

DESCRIPTIONPART�ID. QTY

Continuous�Pilaster�To�Wall�Hardware�Kit�Includes:

(4)

5

Vandal�Resistant�2�1/2"�S.M.S

Plastic�Shields (4)�

4

Vandal�Resistant�Barrel�Nut

2

3

Vandal�Resistant�Step�Bolts�1"�Long

"U"�Bracket

(4)

(4)

1 (1)

Continuous�Bracket�Kits
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Continuous�Bracket�Kits

OPTIONAL FULL HEIGHT
ASSEMBLY

A. Before proceeding,confirm that backing of
    wall is adequate to support and secure
    mounting of urinal screens.

B. Insert anchoring devices in walls and secure
     wall brackets.

C. Place urinal screen on a support, 12" above
     the floor. (Note: AFF may vary from job to job.)

D. Set it into wall bracket and fasten
     urinal screen at this time.

PART ID. QTYDESCRIPTION

Theft Resistant C/P Barrel Nut5 (4) 

Theft Resistant C/P Step Bolts 1" Long4 (4)

(8)Theft Resistant C/P #12 x 2 1/2" S.M.S2

Plastic Shields3 (8) 

 Two Ear Wall U/S Bracket1 (1)

Continuous Urinal Screen Hardware Kit

5

WALL

2
2

4

5

3
3

2
2

4

3

5
3

2

3
3

24

24
2

3

1
5

3

FIGURE A

5

FIGURE A

2

4 2

hole location to
suit installation

3

3
1

WALL HUNG

URINAL SCREEN



CARE�AND�MAINTENANCE�OF
TOILET�PARTITIONS

In�order�to�provide�toilet�par����ons�with�the
care�and�maintenance,�the�following�instruc��ons�

must�be�followed.

A. All�surfaces�must�be�kept�clean�with�water�and
mild�soap�solu��on�only.

B. In�high�humidity�areas,�the�rooms�must�be
properly�ven��lated.

C. “Hosing�down”�or�wet�washing�of�these�units�may
cause�water�absorp��on�and�damage

D. For�maximum�protec��on,�periodic�applicaton�of
any�standard�furniture�wax�will�be�benefi�cial.

E. In�order�to�provide�toilet�par����ons�with�the
proper�care�and�maintenance,�the�above�instruc��ons�

must�be�followed.

WARNING

Under�no�circumstances�should�the�components�be�
subjected�to:

* Abrasive�powders�or�pads
*Water�closet�cleaners
*Ceramic���le�cleaners

*Solu��ons�containing�more�than�1%�by�volume�of
ammonia

*Solu��ons�containing�acids�or�lye
*Solu��ons�containing�enzymes

A��en��on�to�work�progress�during�new�construc��on�
or�renova��on�is�important.

Other�trades�and�cleaning�services�may�use�agents�
for�ceramics�and���les�that�will�damage�these�

components.

Product�Informa��on
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